
dfu-reflash软件烧录教程
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fn数据

"0":["ACTION_LAYER_MOMENTARY","1"],"1":["ACTION_BACKLIGHT_DECREASE"],"2":["ACTION_BACKLIGHT_TOGGLE"],"3":["ACTION_BACKLIGHT_INCREASE"],"4":["ACTION_MODS_KEY","LR_LEFT",["MOD_GUI"],"KC_E"],"5":["ACTION_MODS_KEY","LR_LEFT",["MOD_GUI"],"KC_D"],"6":["ACTION_MODS_KEY","LR_LEFT",["MOD_GUI"],"KC_R"],"7":["ACTION_MODS_KEY","LR_LEFT",["MOD_GUI"],"KC_F"],"8":["ACTION_LAYER_TOGGLE","2"]
您需登陆http://www.keyboard-layout-editor.com/，用以设计你所需要的键位配列。注意：&这里只以编辑2层配列举例&：
Poker键位配列：

http://www.keyboard-layout-editor.com/#/layouts/7d55431c8a8d9f9bf94b6f6af8ce7c12
可以在原基础上更改配列，让更改更方便！

第一步：配列编辑界面介绍

[image: image1.png]esc [0 @ + 5 & [+ « ) N B Backspace
1 2 4 8 9 0 -
= I o o il s @ @ ng L g 1t el
Tab a w E R U | o P 0 ) |
[ 1 1
on N pome | g | i oo |y iy
CapsLock || & g D F H J K L | Enter
aggn \oepn | g i .
shitt z X c N 0 B B 7 rshift ng
i
o . m o
cirl n Al space ralt wenu | ret
left down tight




[image: image6.png]‘This website is under construction, any feature will be removed or be modified at any time without advance notice.

M TH eeptft | FTH 3




[image: image7.png]B Backspace

Caps Lock

shit

Ao
Space

o ot

‘ cir Win Alt

& Properties | &3 Keyboard Properties  </> Raw data

Top Label: Center X
Center Label: Center Y
Bottom Label:
Side-Print Label: Center
Legend Size: /
Width: /
Height: /
X: +
v: +




[image: image8.png]Esc ||t B % g & g Backspace
1 2 4 s 5 7
Tab Q W R T v < 3 |
[ 1 h
Caps B F G H J K L F Enter
Lock K
shift z c v B Rshift Fo ‘
cu || At

Space | RAIt

( Properties &= Keyboard Properties | <> Raw data

\n=", {w:2}, "Backspace”],
.5}, "Tab’

.25,w2:1.75,1:true} x:0. ",":\n;","\"\n" ", {w:2.25}, "Enter”],
.25}, "Shift’ B, N, \n.”

.5}, "Ctrl”, {w:1.5},"ALt", {w:7},"Space”, {w:1.5}, "RALt".

ik ®)

R

2

=]

R

ISR RERES

B S0RE ME s’ "1t 82", el
BEMREIERE >

Keyboard Layout Edi

Copvright © 2013 — lan Presf FELR @



[image: image9.jpg]Width:





[image: image10.png]Top Label: Center X

Center Label:

Center Y










以上是键盘配列编辑界面的简要介绍。
第二步：配列编辑说明
1．将经常使用的第一层的键帽符号编辑到上刻和下刻中；
例如：数字1键

2．FN层编辑到侧刻中；
例如：F1 


其他键帽依次类推进行编辑
需要说明的是右Shift、右Alt、右Win、右Ctrl，一律编辑成RShift、RAlt、RWin、RCtrl。左边的不用加R。
灯控按钮键帽字符为：Fn2、Fn1、Fn3；

Fn2为调低亮度、Fn1为灯光开关、Fn3为调高亮度。
第三步：复制配列代码信息
1.配列设计好后，点击紫色框所示位置的“</>RAW DATA”选项； 



2.全选“</>RAW DATA”中显示的代码，鼠标右键选择复制； 
3.打开http://www.enjoyclick.org/tkg/ 固件生成GUI网站；
4. 生成.EEP后缀名的固件。
GH60灯控版固件生成GUI说明
一、GUI功能介绍

可以生成GH60灯控板以及GHPAD(数字小键盘)的.eep配置文件
二、界面介绍：





注：简单模式下各Fn键对应的功能
Fn/Fn0: 切换Fn层

Fn1: 背光灯控开关

Fn2: 背光亮度减

Fn3: 背光亮度加
Windows系统下GH60灯控版的刷固件步骤

1. 下载群共享dfu-reflash.zip 压缩包，解压出来。
2. 连接键盘和电脑，按下PCB背面的S1按钮（就一个按钮）然后等待Windows识别。

3. 在这里不需要更新驱动，如果没装过驱动的话，需要打开文件里的driver文件夹atmel_usb_dfu.inf，然后右键安装驱动。
4. 驱动安装好后，复制在GUI生成的.eep后缀的文件，右键黏贴在dfu-reflash文件下的reflash-gh60_rev_chn.bat文件中，
出现小黑屋，按任意键继续就行了。

（如果复制黏贴不行，可以采用拖动的方式）
5. 固件更新完成后，直接就能用你设置的布局，无需拔数据线，.

注意：烧录固件必须严格按照上述过程烧写。
备注：目前该软件仅支持revB revCHN和ghpad，有问题可以在群里找kai1103。
2.删除键帽





3.键帽配列图形显示区











1.增加键帽





配列编辑完成后的，键帽代码查看选项











   








           上刻


 


           下刻


           侧刻





蓝框内为编辑字符在键帽上的位置，这里我们只用到上刻、下刻和侧刻





键帽参数编辑区





   








键帽宽度参数编辑区。正常键帽为1X,这里输入1/1；例如空格您使用的是6.25X的，这里则输入                        。





   






































将之前在keyboard-layout-editor中复制的代码拷贝进红色显示的框中





点击此处，生成为后缀名为.EEP的配置文件









